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 TECHNICAL DATA SHEET 

 
ANTI-STAINS WATER-BASED PAINT  

1. Description: 

Acrylic interior paint with a matt finish and very high coverage, specially developed to quickly 

and permanently cover stubborn stains on walls, ceilings, cement, plaster, stucco, masonry, and 

wood. Ideal for covering stains caused by rust, ink, smoke, nicotine, grease, oil, general 

yellowing, dampness, and more. 

2. Properties: 

• Fast dry 

• Excellent color retention. Does not yellow over time. 

• Outstanding coverage, ideal for concealing tough stains. 

• Excellent adhesion on common construction materials and metallic substrates such as steel, 

galvanized steel, and aluminum. 

• Strong adhesion on most plastics, including PVC, methacrylate, polycarbonate, and 

polystyrene. 

• Very easy to apply; does not splash or drip. 

• Good breathability. 

• Free from lead and chromates. 

3. Recommended uses: 

• For interior use on all types of construction materials, such as plaster, cement, render, 

concrete, conventional plastic paints, and brick. 

• Para el pintado de puertas, marcos, tuberías. 

• Debido a las características del producto, se puede utilizar como fondo para otras pinturas 

acrílicas o como pintura de acabado. 

 

4. Presentation 

Color: Pure White RAL 9016. 

Can: 520cc/400ml. 

5. Technical characteristics: 

• Nature 

      

Resina Acrílica 
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• Pigments  

• Solvents 

• Propellant 

• VOC 

• % solids in weight 

• Yield:  

 

• Dry time at 20ºC: 

 

• Application temperature 

• Density 

• Inflammability 

• Pressure: 

• Shelf life 

Elevada solidez a la luz 

Agua-alcohol 

DIMETILETER 

558 ± 10 gr./l (Según color) 

40 % 

3 m² per 520 ml aerosol, depending on the number of 

coats applied. 

To the touch: 10 min. Total: 20 min. Repintable at any 

time 

From 10 to 35ºC 

15-20  µ/capa 

Extremely Flammable 

5-6 bars at 20ºC  /  7-7,5bars at 50ºC 

5 años 

6. Instructions 

The surface to be painted should be clean, dry and without any kind of pollutant. 

Shake the can well during 2 minutes after hearing the mixing balls. 

Spray at a distance for 20/25 cm. Apply 2 or 3 coats to get better results. 

At the end of the application, turnthe can over and spray until only gas comes out. 

Do not apply on live equipment and use only in well-ventilated areas. 

Maximum brightness is achieved on white backgrounds. 

Safety data sheet available on request. 

7. Security 

The aerosol features the related security indications which must be followed. 

For further information, please check the Security Data Sheet. 

*For Italy. Environmental labeling with the requerements for identification 

of the packaging material to facilitate the collection, reuse, and recycling of 

packaging according to Legislative Decree of September 3, 2020, no. 116. 

The information provided in the present technical sheet is the result of the research undertaken in our laboratory as well as 

real experiences based on applications. Nevertheless, due to the fact that quite often the products are used in conditions 

beyond our control, we cannot warranty the good results of the product if the application and use are not the correct ones. 
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